IG-14 IGNITION SYSTEM - Distributor (3S-GTE)
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1. DISCONNECT CABLE FROM NEGATIVE TERMINAL
OF BATTERY
CAUTION: Work must be started after approx. 20
seconds or longer from the time the ignition switch is
turned to the "LOCK" position and the negative (-) ter-
minal cable is disconnected from the battery.

2. DISCONNECT DISTRIBUTOR CONNECTOR

1G1379

DISCONNECT HIGH-TENSION CORD FROM IGNITION
CoiL

(a) Using a screwdriver, lift up the lock claw and dis-
connect the holder from the ignition coil.
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(b) Disconnect the high-tension cord at the grommet.
DO NOT pull on the cord.

NOTICE: Pulling on or bending the cords may damage
the conductor inside.

4. DISCONNECT HIGH-TENSION CORDS FROM SPARK
PLUGS

(a) Disconnect the four high-tension cords from the
cord clamp.

1G1380 (b) Disconnect the four high-tension cords from the
spark plugs. (See page 1G-6)

5. REMOVE DISTRIBUTOR

(a) Remove the two hold-down bolts, and pull out the
distributor.

(b) Remove the O-ring from the distributor housing.

1G1364

COMPONENTS

Distributor Cap

Gasket

Rotor

Distributor Housing
Assembly

1G1321













